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NOTES:
1- ALL FRAMES, JAMB EXTENSIONS & PADS TO BE
SUPPLIED, INSTALLED PLUMB & SQUARE AND
PROPERLY SUPPORTED BY OTHERS. ALL INSIDE
FACES MUST BE FLUSH & BOLTHEADS
- COUNTERSUNK.
£ 2 - ALL CLEARANCES AS SIDEROOM, HEADROOM
% AND DEPTH TO BE UNOBSTRUCTED.
T
%) 3 - STEEL FRAMES MAY BE BUILT OF CHANNEL,
z ANGLES & PLATE OR ANGLE WITH INTERIOR
Z FLANGE 3" WIDE MIN. FOR FASTENING DOOR
o TRACKS JAMB EXTENSIONS & PADS AS SHOWN TO
(e} RECEIVE COUNTERBALANCE MECHANISM.
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% STEEL TRACK HANGERS TO
—1 SUIT JOB CONDITIONS BY
DOOR ERECTOR
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Zz T E NOTES:
& 5 x - ALL JAMB EXTENSIONS AND PADS TO BE
o 2= SUPPLIED BY OTHERS.
© o
g <Z,: - ALL ELECTRICAL WIRING (INCLUDING LOW
ao VOLTAGE) BY OTHERS.
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