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BREAKFREE PANNEL
AVAILABLE IN 24" AND 48"

Z: Architects Corner English Break-away doors (Impact resistant) Breakfree-400  Breakfree400.dwg [Interior Elevation]

DRUM

SOLID SHAFT 25mm
TORSION SPRING ( 10,000 CYCLES)

ADJUSTABLE
TOP ROLLER
CARRIER

EXT. SHEETING:
26GA GALV. STEEL
(WITH RIBS)
STUCCO FINISH

INT. SHEETING:
26GA GALV. STEEL
(WITH RIBS)
STUCCO FINISH

HINGE & ROLLER
CARRIER

INSULATION:
URETHANE R = 18.20

BOTTOM CORNER
BRACKET

"U" RUBBER

DOOR THICKNESS = 100 mm (4'')

MODEL THERMOSTOP 
    BREAK FREE 400

SECTION B-B

INTERIOR ELEVATION

SECTION A-A

CLIPS MOUNTING
ON STEEL JAMBS
GALVANIZED STEEL
3" TRACKS

ALUMINIUM & VINYL
STOPPERS, MILL FINISH

ALUMINIUM & VINYL
STOPPERS, MILL

FINISH

MODEL QTY.
DOOR

OPERATION
WIDTH. HEIGHT.

No. OF
PAN.

No. OF
SECT.
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Drawing not to scale
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TYPE E - THERMO WINDOW

SECTIONS GLAZED 3 (2/Section) (1/8`` Clear)
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