A

HEADROOM

OPENING HEIGHT

H.L. + (9" or 12") =

A=

OPENING HEIGHT

5

1511

FACE FRAME
15"W x 1-1/2"thick

NOTES:

DEPTH TO BE UNOBSTRUCTED.

ALL FRAMES ARE SUPPLY BY THERMOSTOP,
INSTALED PLUMB & SQUARE AND PROPEALY
SUPPORTED BY OTHERS. ALL INSIDE FACES MUST
BE FLUSH & BOLTHEADS COUNTERSUNK.

ALL CLEARANCES AS SIDEROOM, HEADROOM AND

FACE FRAME

FACE FRAME

OPENING WIDTH =

;/////B/I/é 6"W x 1-1/2"thick

REQUIRED DEPTH =

6"W x 1—1/2"thick§r\\>\\\\:

=

HI-LIFT

INCLINED VERTICAL TRACKS FOR FREE
RUNNING AND WEATHERTIGHT CLOSING

STEEL TRACK HANGERS TO
SUIT JOB CONDITIONS BY
DOOR ERECTOR

HIGH-LIFT

FACE FRAME
6”W x 1-1/2"thick

MODEL

ary.

OPENING

CLEARANCE REQ'D REQ'D | GLAZED
A B C DEPTH [ SECT.
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